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Patchcord Length O‘*i Strength Member(FRP)
Length(m) Tolerance(m) —
S @——<—— Colored Coating Fiber (G657A1)
D 0<L<10 +0.05 il
1.0m < L < 20m +0.10 (D= Jacket(LSZH)
20m <L +1% x L N\ J
— 2+0.1
FTTH Drop Cable
Connector Test Specifications
E Performance Specifications
SC/APC SM Connector SC/APC SM Connector
Insertion Loss < 0.20dB(1310/1550nm) | < 0.20dB(1310/1550nm)
Return Loss =60dB =60dB
@ Durability(1000 Matings) 0.3dB Max.Increase 0.3dB Max.Increase
| @ FTTH Drop Cable G657A1 SM 3.0*2mm LSZH white Simplex Operating Temperature -40°C to +70°C -40°Cto +70°C
Storage Temperature -40°Cto +70°C -40°Cto +70°C
® 3.0mm Green Boot UNIT | MM SIZE A4 TITLE:  FTTH Drop Cable SC/APC-SC/IAPC SX
LSZH SM 3.0x2.0mm Patch cord
@ SC/APC SM Connector (Green) REV. A DATE 2020/06/23 PART NO
F @ Dust Cap SHEET | 1/1 | DRAWN | Liujunmei " FTTHSCAAXXXXXXXX
@4} CHECKED | Chenxiaolan
ITEM Descrlptlon THIRD ANGLE PROJECTION| APPROVED Jacky KING I DN
| 2 | 3 | 5 | 6 | 7 8 | 9
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